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1/16 X 1 /8 
SCRAP BLOCKS 
GLUED TO 
FUSELAGE APPLY GLUE 

BENT PIN FOR 
RUBBER HOOK 

ISOMETRIC VIEW 

INSTRUCTIONS FOR BUILDING PERKY 

TAPERED ENDS WING ------......._ 
, ................................................ �----------------·-······· 

RUBBER BANDS 1/8 x 1/4 BALSA 

FUSELAGE WING GUIDES 

BEGIN BUILDING WITH THE WING: 

No.1 - Cut a piece to length for the LEADING EDGE. Make 2 pieces the 
same length (it will be piece No.3). Put a line of glue on the plans for 
the Leading Edge and place piece No.1 on it and put 2 or 3 pins in it 
so it wont move. 
No.2 - Cut 3 pieces for the ribs that will fit between the Leading Edge 
and the Trailing Edge. Put a line of glue on one of the pion ribs and on 
one end of a rib piece. Place the rib on the pion and gently push it 
against the Leading Edge and pin it down. Do the some for the other 
two ribs. 

No.3 - Select the other long piece mode in step 1 as the TRAILING 
EDGE. Put glue on the ends of the three ribs and a line of glue on the 
plans for the Trailing Edge and place and pin it so it is snug against the 
ribs. 
No.4 - Cut 2 end ribs (longer than the other ribs). Working on first one 
Wing tip and then the other, put glue on the ends of the Leading and 
Trailing Edges and a line of glue on the plans for the end rib and place 
it on edge against the Leading and Trailing edges with pins along side to 
hold it in place. 

No.5 - With the razor blade carefully cut along the Wing outer edges 
about one inch along the Leading and Trailing Edges. 
No.6 - Cut the wing mount piece to length with the ends tapered as 
shown on the Fuselage View. Remove the pins from the center rib and 
glue on the Wing Mount exactly over the center rib with the angled side 
down. 
No. 7 - Glue the 1 /32 thick wing guides to the sides of the center rib 
and the wing mount, making sure they are straight up and down. 

TWO PIECES OF 1 /16 x 1 /8 
GLUED TO FUSELAGE FOR 
PROP HANGER 

The WING should be dry n·ow, and you can carefully cut 
the paper around the wing and lift it off the building 
board. Don't press down hard when you are cutting the 
paper or you may cut into the wood. 

Put glue on one wing tip and place one of the wing 
vanes on it so the vane is above the top of the wing 
(the top is the paper side). Hold it in place for a minute 
or so until it sticks. Repeat for the other wing vane and 
set the wing aside to dry. 

MOTOR STICK (FUSELAGE): Double the 2 little rubber 
bands around the motor stick - these will hold the wing 
on and let you move it back and forth to balance the 
airplane. 
Cut and glue 2 pieces of the scrap together and glue 
them to the front of the motor stick as shown for a 
shim for the prop hanger, and glue a single piece at the 
rear of the motor stick as shown for a shim. 
Bend a straight pin as shown and push it into the motor 
stick and put glue around it. 

ASSEMBLY: Cut the paper around the Tail and lift it up. 
Glue the Tail Vanes to the tail end ribs same as for the 
Wing Vanes. When the Tail glue is dry, glue the Toil onto 
the rear of the Fuselage (on top of the shim). Make 
sure the Tail is not tilted and pin it in place. 

YOU WILL NEED: Sharp single edge razor blade, thin pins 
that wont split wood, two sheets of corrugated cardboard CONTINUE BUILDING WITH THE TAIL: 

When the Tail assembly is dry you can put the wing on 
and roll the rubber bonds over the ends of the Wing 
Mount to hold it on. 
Then put the propeller on so the hook is lined up with 
the bent pin. for a building board, and glue. Use Duco R Household cement 

(hardware store), Ambroid R Cement (hobby shop), or 
Sigment R Cement (hobby shop). 

GENERAL: The Perky plan is also the covering material, so 
you will glue the WING and TAIL wood onto the pion, at the 
locations shown with I 1- Light weight is important so 
use small amounts of glue, because glue adds weight. 
Begin by taping the plan face down to the building board 
with small pieces of tape at the corners. The name PERKY 
should read backwards. It is important that the wood 
parts fit squarely together at the joints with no gaps. Mark 
the pieces to length over the plan but do not cut on the 
plans because you might make holes in the covering. 

No.8 - Cut a piece to length for the LEADING EDGE. make 2 pieces the 
same length (it will be piece No.10). Put a line of glue on the plans for 
the Leading Edge and place piece No.8 on it and pin it down. 
No.9 - Cut one piece for the rib. Put o line of glue on the pion rib 
location, and on the joining end of the rib, place the rib on the pion and 
gently push it against the Leading Edge and pin it down. 
N0.10 - Select the other piece mode in step N0.8 as the Trailing Edge. 
Put glue on the end of the rib and a line of glue on the plans at the 
Trailing Edge and place and pin it so it is snug against the rib. 

No.11 - Cut the 2 end ribs. Working on first one Tail Tip and then the 
other, put glue on the ends of the Leading and Trailing Edges and o line 
of glue on the plans for the end rib ond place it on edge against the 
Leading and Trailing Edges with pins along side to hold it in place. 

Tie the rubber band together using 2 overhand knots and 
lubricate it with rubber lubricant ( ask about rubber lube 
at a hobby shop). You can hand wind the rubber but to 
get full power you will need to stretch it out and wind it 
while stretched and then bring it in while still winding. 
you can put as many as 600 winds on the band. 

FLYING: Launch PERKY gently with the nose pointed level 
(not up or down). If it dives, move the wing forward. If it 
goes up and then dives(stalls), move the wing back. 
Make all changes in small amounts. The airplane should 
turn to the left. 
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